
Bathtub and Countertop Refinishing and Repair

11247 ILEX AVE.

PACOIMA, CA 91331

Telephone (800) 456-1492

Fax (818) 834-0052
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SAFETY PROCEDURES 
REQUIREMENTS FOR ALL TECHNICIANS:
· Mandatory - Monthly Safety Meetings assisted by Certified Company. Includes 4 annual mandatory OSHA Required safety classes

· Weekly – Tailgate meeting

· Periodic inspections of vehicles for “good housekeeping” and organization of all materials carried on vehicles.

· Masks must meet “Fit & Smell” testing done by Certified Company to insure proper seal of mask to face.  Both Full Mask and Half Mask must pass test.

· Face must be clean shaven for good seal of face to mask to prevent leakage.

· Wear AAA approved “Survive Air” half masks throughout the prep process (including stripping, sanding or repairing of items)

· Must test/check respirator masks prior to each job – check inhalation cartridges & pre-filters and check exhalation discs & valves. CHANGE AS NECESSARY. Masks are to be clean and free from debris at all times.

· Must wear AAA Refinishing, company approved t-shirt or sweatshirt when arriving at job location.

· Park in assigned or designated parking areas only.

· Must sign in or check in with manager or supervisor on property.  

· Carry Company assigned cell phones with walkie-talkie capability for immediate communication with AAA office, in case of emergency.

· Carry in vehicles at all times the following:   (Random Company Inspections)

1. ABC Fire Extinguishers - Inspected monthly & signed off by technician.

2. MSDS Book (Master Safety Data Sheets)

3. Baking soda for neutralizing Acid in case of contact.

· Must have and use Acid Gloves & Goggles (or full face mask) when handling Acid.

· Bring all necessary equipment and tools to unit(s) assigned & lock vehicle.

· Post “Do Not Enter Signs” on doors of all units of assigned work 

· Post “Prop 65” signs & yellow “Caution” tape on doors of all units of assigned work

· Shut off Pilot lights in units when necessary.

· NEVER accept any extra work or changes in work orders from anyone except AAA office managers (no exceptions)

· Set up Fume Exhauster in area where working (with hoses attached on each end) & exhaust fumes out nearest window or door avoiding courtyards & hallways.

· Must have Company issued fire extinguishers in unit when spraying.

· Attach GFI plug to extension cords to plug into walls.

· Set up compressor outside bathroom door. Have a 15 to 20 ft hose attached for spray gun.

· Mixing paint - This is done on the tailgate of trucks and tarp is placed on ground under tailgate of truck to prevent spillage on ground.

· Disposal of paint and cans – Unused paint is placed in old paint cans & brought back to office for proper disposal. Empty cans are disposed of in properly marked trash bins “hazardous waste” where work is being performed or brought back to the office for proper disposal.

· Must have labels on all paint cans and chemicals carried on vehicle.

· Wear AAA Refinishing, company approved spray suits for protection from paint & chemical contact.

· Wear Levis/Jean pants because of fire-retardant properties

· Wear AAA Refinishing approved, 3M full face mask throughout entire spray process and up to one hour after completion of spraying when in unit.

· Make sure unit has adequate ventilation during entire spray process

· Proper clean up of unit after all work is complete and dispose of trash and empty containers in authorized/designated areas.

· Secure all doors & windows to unit when leaving.

· Must sign out at property location and contact AAA Office when leaving property.

